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Copper Trunk Cables

TESTED
%100

S/FTP Cat.7  Trunk Cables

Category 7 Trunk Cable is a standardized twisted pair cable for 
Ethernet application, and its standard specifies performance of 
up to 1000 MHz.

Complaint Standards

EN 50173-1, EN 50288-10, ISO/IEC 11801, IEC 61156-5,
IEEE 802.3 af/at/bt

Applications

Flame Resistance for Cable

Features

EN 50399: Class Dcas2d2a1;

LSHF Dca (FRNC): IEC 60332-1; 60754-2; IEC 61034

IEEE 802.3: 10Base-T;100Base-T;1000Base-T

IEEE 802.5 16 MB; ISDN;TPDDI;ATM

Power over Ethernet (PoE) / Type 1-4

Quality assurance by pre-terminated and 100% testing in factory.

Private ID serial number is on each trunk cable.

100% FLUKE tested each cord.

100% CCD inspection on each crimped plug.

The dimension of plug meets the FCC part 68 and IEC60603-7 standard.

PVC(CM / CMR)and LSZH(IEC60332-1-2 / IEC 60332-3-24) jacket material available.

Order Codes

6xRJ45F-6xRJ45F-C07-SFTP-TR-XXM

6xRJ45M-6xRJ45F-C07-SFTP-TR-XXM

6xRJ45M-6xRJ45M-C07-SFTP-TR-XXM

Cat7 S/FTP 6xFemale-Female Trunk Cable, xx Meter

Cat7 S/FTP 6xMale-Female Trunk Cable, xx Meter

Cat7 S/FTP 6xMale-Male Trunk Cable, xx Meter
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